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Tetra-Grip Measurement Chart 

NOTE: Apply only a SINGLE LAYER to provide the pressure/compression noted below. 

 
 

To determine the correct compression:   Using a standard paper tape measure (for single patient use), measure 

around the widest circumference of the extremity. NOTE:  If applying above and below the knee, measure the 

widest part above the knee and the widest part below the knee. Depending on the circumference and area that is 

covered, two sizes of Tetra-Grip may be needed for a better fit and more accurate compression. 

 

Tetra-Grip Tubular Elastic Bandage Measuring Chart 

 

 
Tetra Part # 

 

 
Size 

 
LOW PRESSURE 

(5 - 10 mm Hg) 

 
MEDIUM PRESSURE 

(10 - 20 mm Hg) 

 
HIGH PRESSURE 

(20 - 30 mm Hg) 

7021-A1 A 19 - 22 cm 22 - 24 cm 24 - 27 cm 

7021-B2 B 22 - 24 cm 24 - 27 cm 27 - 30 cm 

7021-C3 C 24 - 27 cm 27 - 30 cm 30 - 35 cm 

7021-D4 D 27 - 30 cm 30 - 35 cm 35 - 44 cm 

7021-E5 E 30 - 35 cm 35 - 44 cm 44 - 54 cm 

7021-F6 F 35 - 44 cm 44 - 54 cm 54 - 64 cm 

7021-G7 G 44 - 54 cm 54 - 64 cm 64 - 72 cm 

7021-H11 H 54 - 64 cm 64 - 72 cm 72 - 86 cm 

7021-J8 J 64 - 72 cm 72 - 86 cm 86 - 96 cm 

7021-K9 K 72 - 86 cm 86 - 96 cm 96 - 108 cm 

7021-L0 L 105 - 130 cm 130 - 149 cm 149 - 160 cm 

 
 

If higher levels of compression are required, please contact Tetra Medical Supply Corp. at 800-621-4041. 

http://www.tetramed.com/

